
 x W x H mm	 Wattage  direkt / indirekt	 Lumen         	 Lumen/W	 Gewicht 2) kg	 Artikel Nr.    Montage   Farbe	 LED direkt	 LED indirekt  Dimmung Power	 	
	 	   	 direkt / indirekt	 direkt / indirekt		                    version		   	 		  	                 supply Kabel

1333 x 35 x 2060 	 23  /  60	 2314 /   8150           100 / 110		    10	 2550.	 x x.	 x x.	 x x.	 x x.	 x x.	 x x.	 x x.	 x x x.

																              

							      x x x x.      	0N.	 x x.	 x x.	 x x.	 x x.	 x x.	 x x.	 x x x.
	

			  				    x x x x.	 x x.	 62.	 x x.	 x x.	 x x.	 x x.	 x x.	 x x x.

		             LED	
		 Standard: 	 Neutral-weiß		  4000 K	 	 x x x x.	 x x.	 x x.	 40.	 x x.	 x x.	 x x.	 x x.	 x x x.
		 Optional: 	 Warm-weiß		  3000 K		  x x x x.	 x x.	 x x.	 30.	 x x.	 x x.	 x x.	 x x.	 x x x.
			  Tunable white 	 2700 - 6500 K	 x x x x.	 x x.	 x x.	 80.	 x x.	 x x.	 x x.	 x x.	 x x x.
		
		 DIFFUSOR	
		 Standard:	 Mikroprismatik symmetrisch, 57° Abstrahlwinkel	 x x x x.	 x x.	 x x.	 x x.	 10.	 x x.	 x x.	 x x.	 x x x.
		 Optional: ptional: 	 Mini Linsenreflektor, 60° Abstrahlwinkel	 	 x x x x.	 x x.	 x x.	 x x.	 32.	 x x.	 x x.	 x x.	 x x x.
															              		
		 LED	
		 Standard: 	 Neutral-weiß		  4000 K		  x x x x.	 x x.	 x x.	 x x.	 x x.	 40.	 x x.	 x x.	 x x x.		
																	              
		 Optional: 	 Warm-weiß		  3000 K		  x x x x.	 x x.	 x x.	 x x.	 x x.	 30.	 x x.	 x x.	 x x x.
			  Tunable white 	 2700 - 6500 K*	 x x x x.	 x x.	 x x.	 x x.	 x x.	 80.	 x x.	 x x.	 x x x.
			  *Tunable white auch für die direkte Seite notwendig
		
		 DIFFUSOR	
		 Standard:	 Opaler Diffusor	 		  x x x x.	 x x.	 x x.	 x x.	 x x.	 x x.	 99.	 x x.	 x x x.
	

		 Standard: 	 Touchpanel		  		  x x x x.	 x x.	 x x.	 x x.	 x x.	 x x.	 x x.	 06.         x x x.
		 															             
																	              
		
		
		 Montageversion  0N	  	 			   										        
		 inklusive Zuleitung 2000 mm mit Netzstecker			   x x x x.	 x x .	 x x.	 x x.	 x x.	 x x.	 x x.	 x x.	 Z80.

						                         2550.	 0N.	 62.	 _ _.	 _ _.	 _ _.	 99.	 06.	 Z80.
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Handgefertigt in 
Deutschland, 
zertifizierte Qualität

Schutzklasse ILichtaustritt
direkt / indirekt

Schutzart der Leuchte

Gehäuse: 	 Stehleuchte aus Aluminiumprofil mit integriertem Mikroprismatik Diffusor und Netzteil
Design:  	 SATTLER	
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Bestellnummer:

CRI  > 90 
UGR<19
MacAdam 3 | L 90 | B10 | 72.000 h

LED 
direkt

Dimmung

Zuleitung

Anzahl:

Montageversion

Oberfläche

Standard

LED 
indirekt

CRI  > 90 
MacAdam 3 | L 90 | B10 | 72.000 h

SELV

SELV

PALADIO 
FLOOR

Lumen
direkt / indirekt

Wattage 
direkt / indirekt

Lumen / W
direkt / indirekt

Größe
L x B x H [mm]

Gewicht 
[kg]

Artikel Nr. Montage-
version

Farbe LED 
direkt

LED 
indirekt

Dimmung Zuleitung

www.sattler-lighting.com

F
Die Leuchten sind für eine Montage 
auf normal entflammbaren Materialien 
geeignet, die einen Flammpunkt von 
mindestens 200° C. / 392° F. haben.

Änderungen der technischen Daten sind vorbehalten. Irrtümer und Änderungen vorbehalten 1) Nettolumenstrom: Verluste durch Diffusoren und Reflektoren 
sind berücksichtigt. Die Lumenwerte beziehen sich auf eine Umgebungstemperatur von max. 35° C / 95° F und einer Lichttemperatur von 4000K. 2) Gewicht der 
Leuchte einschließlich Netzteil.

62   	
schwarz 
eloxiert

Stehleuchte

0N Standfuß 
schwarz 
feinstruktur 
(ähnlich RAL 9005)

Konfiguration ab Werk: Lux-Sollwert 700 lux
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Handgefertigt in 
Deutschland, 
zertifizierte Qualität

Schutzklasse ILichtaustritt
direkt / indirekt

Schutzart der Leuchte
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www.sattler-lighting.com

F
Die Leuchten sind für eine Montage 
auf normal entflammbaren Materialien 
geeignet, die einen Flammpunkt von 
mindestens 200° C. / 392° F. haben.

Änderungen der technischen Daten sind vorbehalten. Irrtümer und Änderungen vorbehalten 1) Nettolumenstrom: Verluste durch Diffusoren und Reflektoren 
sind berücksichtigt. Die Lumenwerte beziehen sich auf eine Umgebungstemperatur von max. 35° C / 95° F und einer Lichttemperatur von 4000K. 2) Gewicht der 
Leuchte einschließlich Netzteil.

Gehäuse: 	 Stehleuchte aus Aluminiumprofil mit integriertem Mikroprismatik Diffusor und Netzteil
Design:  	 SATTLER	

PALADIO 
FLOOR

Indirekt:
•	 kurzer Tastendruck: an/aus
langer Tastendruck: dimmen

Direkt/Indirekt zusammen:
•	 kurzer Tastendruck: an/aus
•	 langer Tastendruck: dimmen

Direkt:
•	 kurzer Tastendruck: an/aus
•	 langer Tastendruck: dimmen

Einstellen der Lichtfarbe 
(2700 K – 6500 K)

TOUCHPANEL

•	 Fernbedienung zum Einstellen 
des Lux-Sollwertes für automa-
tische Lichtregelung

•	 Konfiguration ab Werk: 
Lux-Sollwert 700lux

•	 Eine Fernbedienung kann für 
mehrere Leuchten verwendet 
werden.

FERNBEDIENUNG

Optional:
550.00.10.00.00.00.00 (schwarz)

ohne registrierte Bewegung: 
0% Leistung

weitere 15 min

ohne registrierte Bewegung: 
10% Leistung

15 min

Präsenz-Sensor mit Tageslichtsensorik
Konfiguration ab Werk:  Lux-Sollwert 700 Lux

SENSORIK

TECHNISCHE DETAILS



 x W x H mm	 Wattage  direkt / indirekt	 Lumen         	 Lumen/W	 Gewicht 2) kg	 Artikel Nr.    Montage   Farbe	 LED direkt	 LED indirekt  Dimmung Power	 	
	 	   	 direkt / indirekt	 direkt / indirekt		                    version		   	 		  	                 supply Kabel

1333 x 35 x 2060 	 23  /  60	 2314 /   8150 	 100 / 110	   10	 2550.	 x x.	 x x.	 x x.	 x x.	 x x.	 x x.	 x x.	 x x x.

																              

							      x x x x.      	0N.	 x x.	 x x.	 x x.	 x x.	 x x.	 x x.	 x x x.
	

			  				    x x x x.	 x x.	 62.	 x x.	 x x.	 x x.	 x x.	 x x.	 x x x.

		             LED	
		 Standard: 	 Neutral-white		 4000 K	 	 x x x x.	 x x.	 x x.	 40.	 x x.	 x x.	 x x.	 x x.	 x x x.
		 Optional: 	 Warm-white		  3000 K		  x x x x.	 x x.	 x x.	 30.	 x x.	 x x.	 x x.	 x x.	 x x x.
			  Tunable white 	 2700 - 6500 K	 x x x x.	 x x.	 x x.	 80.	 x x.	 x x.	 x x.	 x x.	 x x x.
		
		 DIFFUSER	
		 Standard:	 Microprism symmetrical, 57° beam angle		  x x x x.	 x x.	 x x.	 x x.	 10.	 x x.	 x x.	 x x.	 x x x.
		 Optional: ptional: 	 Mini lens reflector, 60° beam angle	 	 x x x x.	 x x.	 x x.	 x x.	 32.	 x x.	 x x.	 x x.	 x x x.
															              		
		 LED	
		 Standard: 	 Neutral-white		 4000 K		  x x x x.	 x x.	 x x.	 x x.	 x x.	 40.	 x x.	 x x.	 x x x.		
																	              
		 Optional: 	 Warm-white		  3000 K		  x x x x.	 x x.	 x x.	 x x.	 x x.	 30.	 x x.	 x x.	 x x x.
			  Tunable white 	 2700 - 6500 K*	 x x x x.	 x x.	 x x.	 x x.	 x x.	 80.	 x x.	 x x.	 x x x.
			  *Tunable white also necessary for direct side
		
		 DIFFUSER	
		 Standard:	 Opal diffuser	 			   x x x x.	 x x.	 x x.	 x x.	 x x.	 x x.	 99.	 x x.	 x x x.
	

		 Standard: 	 Touchpanel		  		  x x x x.	 x x.	 x x.	 x x.	 x x.	 x x.	 x x.	 06.         x x x.
		 															             
																	              
		
		
		 Mounting version 0N	  	 			   										        
		 power supply cable 2000 mm with power adapter			   x x x x.	 x x .	 x x.	 x x.	 x x.	 x x.	 x x.	 x x.	 Z80.

						                         2550.	 0N.	 62.	  _ _ .	  _ _ .	  _ _ .	 99.	 06.	 Z80.
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Handcrafted in
Germany,
certified quality

Protection class ILight distribution
direct / indirect

Protective rating	
of luminaire

Housing:

CRI  > 90 
UGR<19
MacAdam 3 | L 90 | B10 | 72.000 h

LED 
direct

Dimming

Power
supply
cable

Complete order number:Pieces:

Mounting		
version

Finish

Standard

LED 
indirect

CRI  > 90 
MacAdam 3 | L 90 | B10 | 72.000 h

SELV

SELV

PALADIO 
FLOOR

Lumen
direct / indirect

Wattage 
direct / indirect

Lumen / W
direct / indirect

Size
L x W x H [mm]

Weight
[ kg]

Item No. Mounting-
version

Finish LED 
direct

LED 
indirect

Dimming Power
supply
cable

62   	
black 
anodised

Floor lamp

0N Stand  
black  
fine structure  
(similar to RAL 9005)

PA
LA

D
IO

 F
LO

O
R

www.sattler-lighting.com

F
Luminaires are suitable for mounting
on ordinary flammable materials,
which have an inflammation point of
at least 200° C. / 392° F.

Technical data is subject to change. Errors and obmissions excepted 1) Net lumen output: Losses due to diffusers and reflectors are considered.
Lumen values refer to an ambient temperature of max. 35° C / 95° F and a light temperature of 4000K. 2) Weight of luminaire including power supply.

Factory configuration: Lux target value 700 lux

Floor lamp made of aluminum profile with integrated microprismatic diffuser and power supply unit

SATTLERDesign: 
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Handcrafted in
Germany,
certified quality

Protection class ILight distribution
direct / indirect

Protective rating	
of luminaire F

www.sattler-lighting.com

Luminaires are suitable for mounting
on ordinary flammable materials,
which have an inflammation point of
at least 200° C. / 392° F.

Technical data is subject to change. Errors and obmissions excepted 1) Net lumen output: Losses due to diffusers and reflectors are considered.
Lumen values refer to an ambient temperature of max. 35° C / 95° F and a light temperature of 4000K. 2) Weight of luminaire including power supply.

Housing: 	 Floor lamp made of aluminum profile with integrated microprismatic diffuser and power supply 
unit

without registered movement:
0% Output

further 15 min

without registered movement: 
10% Output

15 min

Presence sensor with daylight sensor technology
Factory configuration:  Lux target value 700 lux

SENSORIC

TECHNICAL DETAILS

Indirect:
•	 short push-button action: on/off 
•	 long push-button action: dim

Direct/Indirect together:
•	 short press of button: on/off 
•	 long press of button: dim 

Direct:
•	 short push-button action: on/off 
•	 long push-button action: dim

Adjusting the light color 
(2700 K - 6500 K)

TOUCHPANEL

•	 Remote control for setting the 
lux target value for automatic 
light control

•	 Factory configuration:   
Lux target value 700 lux

•	 One remote control can be 
used for multiple luminaires.

REMOTE CONTROL

Optional:
550.00.10.00.00.00.00 (black)


